NOTES:

FOR MORE DRAINAGE INFORMATION SEE PROPOSED
DRAINAGE PLANS.

. PERIMETER ERCSION BARRIER IS LOCATED ON TEMP.
EASEMENT/PERM. EASEMENT/R.0.W. LINE AS SHOWN
ON THE PLANS,

FOR MORE STAGE CONTRUCTION INFORMATION
SEE STAGING AND TRAFFIC CONTROL PLANS.
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TEMPORARY DITCH CHECK -~ TEMPORARY DITCH

INLET & PIPE PROTECTION ™ TEMPORARY SWALE

PERIMETER EROSION BARRIER “Zﬂ CONSTRUCTION ZONE
. KR A
® REMOVE EXISTING CLOSED LID OXX| TEMPORARY PAVEMENT

FROM TYPE 1 FRAME AND REFLACE

_ - W/ OPEN LID, ADJUST RIM TO GRADE E@:mé.\, TEMPORARY PAVEMENT FROM PREVIOUS STAGE
-~ @ REMOVE TOP OF EXISTING INLET AND ~"y»  PERMANENT DITCH
COVER W/ STEEL PLATE
o= | EMPORARY /PROPOSED STORM SEWER
——t——— EXISTING STORM SEWER \
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